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Company�
�
Address�
�
City, State, Zip�
�
Tel				Fax�
�
e-mail�
�
Name & Title�
�






Please provide us with the following information�
�






Mesh type�
Emulsion type�
Desired EOM Thickness�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�






CST model DLE for many different large format sizes


11’ x 20’ largest CtS system in North America





33 Comac Loop, 1A2


Ronkonkoma, NY 11779-6821


t 631 588-2898


f 877 408-1048


info@dlpimaging.com





CST Computer-To-Screen


Questionnaire





 Indicate your preferred Direct-to-Screen imaging technology


✓�
Technology�
Print Head�
Consumable�
Resolution dpi�
Line count lpi�
Speed sq.ft/hr�
�
�
Inkjet�
Epson�
Ink�
up to 2800�
up to 119�
up to 130�
�
�
Waxjet�
Spectra 80 pclt�
wax�
700�
up to 65�
up to 45 -55�
�
�
�
Spectra 30 pclt�
�
1100�
up to 80�
up to 80�
�
�
DLP


digital light processing�
TI DMD chip�
NONE�
508�
up to 65�
up to 660�
�
�
�
�
�
740�
up to 85�
up to 440�
�
�
�
�
�
1270�
up to 110�
up to 340�
�
�
�
�
�
2,500�
up to 130�
up to 240�
�






Numbers of shifts


Hours/shift





# of screens�
Self-Tension�
Stretch & Glue�
Frame Brand�
Frame Size O.D.


Width         Length�
Image Size/Each Frame


Min               Max�
Frame Profile Dimension�
Profile Shape�
�
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CST model Compact


sizes — 40” x 40”, 47” x 47”, 59” x 59”





CST Computer-To-Screen


Questionnaire
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 Your company’s screenprinting application(s). Please check all that applies.





 Banners ❑	Posters ❑		POP ❑	Signs ❑	Glass ❑	Fleet Markings ❑	Nameplates ❑		


 Overlays ❑	Decals ❑		Labels ❑	Textiles ❑	T-Shirts ❑	Sublimation ❑		Heat Transfer ❑


 Others ❑





List your average screen making volume in a 24 hour period





Our German equipment manufacturer offers the most complete range of direct-to-screen imaging technologies. InkJet and WaxJet are  conventional masking technologies which require UV exposing after imaging. Digital Light Processing (dlp), CST’s third and patented imaging technology employs TI’s DMD semiconductor chip.  Imaging and exposing the emulsified screen happens simul-taneously, eliminating consumables and the extra production step of screen exposing.  Customer has the option of using CST machines as self-contained units or as inline screenmaking production lines. CST has installed well over 1,000 imaging machines worldwide of which 180 include the DLP technology – 20 units in North America.


Based on the completed questionnaire, dlpic will generate a quotation for the appropriate CST screen imaging technology that will meet your specific production requirement.  All submitted information will be handled with strict confidentiality.





33 Comac Loop, 1A2


Ronkonkoma, NY 11779-6821


t 631 588-2898


f 877 408-1048


info@dlpimaging.com





Date:





Comments:





What line count are your printing today?	  < 65lpi  ❑	< 85lpi  ❑	< 110lpi  ❑	< 130lpi  ❑


And in the future?			  > 65lpi  ❑	> 85lpi  ❑	> 110lpi  ❑	






















































































